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This pattern for leather 1.0 - 1.2mm thickness.
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(USE THIS PATTERN TO LINE UP THE TOP POCKET ON SIDE 1 & 2)
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TOP POCKET GUIDE

CUT OUT PATTERN
MARK TOPS OF POCKETS LEATHER MAIN BODY PIECE

WITH SCRATCH AWL GLUE LEATHER TOP POCKET INTO PLACE
FLIP OVER FOR USE ON OTHER SIDE

PRINT ACCURACY TEST
THE SOLID LINE SHOULD MEASURE
2 INCHES LONG

WALLET EXTERIOR

WALLET INTERIOR

PRINT ACCURACY TEST
THE SOLID LINE SHOULD MEASURE
2 INCHES LONG

PRINT ACCURACY TEST
THE SOLID LINE SHOULD MEASURE
2 INCHES LONG

POCKET B
(Cut 2x)

Dotted line = extra seam
allowance

which may be helpful
depending on thickness

of leather used.
Trim off excess after

gluing

POCKET C
(Cut 2x)

PRINT ACCURACY TEST
THE SOLID LINE SHOULD MEASURE
2 INCHES LONG

WALLET
SHELL

PRINT ACCURACY TEST
THE SOLID LINE SHOULD MEASURE
2 INCHES LONG

POCKET A
SIDE 1+2

POCKET B
SIDE 2

FLIP OVER FOR USE ON OTHER SIDE
GLUE LEATHER TOP POCKET INTO PLACE

MARK TOPS OF POCKETS LEATHER MAIN BODY PIECE WITH SCRATCH AWL
CUT OUT PATTERN

(USE THIS PATTERN TO LINE UP THE TOP POCKET ON SIDE 1 & 2)
TOP POCKET GUIDE

SNAP

(Cut 2x)
POCKET A

2 INCHES LONG
THE SOLID LINE SHOULD MEASURE

PRINT ACCURACY TEST

(Cut 2x)
POCKET C

2 INCHES LONG
THE SOLID LINE SHOULD MEASURE

PRINT ACCURACY TEST

(Cut 2x)
POCKET B

BODY

You can use this pattern for non-commercial purposes

SIDE 2
POCKET B

SIDE 1+2
POCKET A

2 INCHES LONG
THE SOLID LINE SHOULD MEASURE

PRINT ACCURACY TEST

SHELL
WALLET
FRONT

2 INCHES LONG
THE SOLID LINE SHOULD MEASURE

PRINT ACCURACY TEST

A

A4 Actual Size
Print Setting

POCKET B

POCKET CPOCKET A

(CUT 2-4X)
CARD POCKET

SHELL
INTERIOR

SHELL

8.00

EXTERIOR

You can use this pattern for non-commercial purposes

You can use this pattern for non-commercial purposes
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1x1cm
Test square

Happy crafting.
The shadow one is my pattern,you can improve by yourself.
This pattern for leather 1.2 - 1.4mm thickness.

1x1cm
Test square

Happy crafting.
The shadow one is my pattern,you can improve by yourself.
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CHARMONLEATHER

2 INCHES LONG
THE SOLID LINE SHOULD MEASURE

2 INCHES LONG
THE SOLID LINE SHOULD MEASURE

PRINT ACCURACY TEST
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BRIEFCASE WALLET

LINER 1-2oz

EXTERIOR/GUSSETS: 3-4oz

RECOMMENDED LEATHER WEIGHT
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CUT 2X
GUSSET

1.25”

CUT 2X
GUSSET

CUT 2X
GUSSET

3/4”

FOLD LEATHER HEREFOLD LEATHER HERE

OVERLAP SEAM AND TAPE TO BUILD FLL PATTERNOVERLAP SEAM AND TAPE TO BUILD FLL PATTERN

2 INCHES LONG
THE SOLID LINE SHOULD MEASURE

PRINT ACCURACY TEST




