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7 TO MAKE THIS
PROJECT WE NEED

- PRINTER

- LEATHER ANY TYPE 1.6-2.2 MM OF THICK ;

- TOOLS: CUTTER, HOLE PUNCH, THREAD AND 2
NEEDLES,GLUE,

- HARDWARE:IRON BUTTONS, MAGNET BUTTONS;




Front 1 | Front 2

1 STEP
PRINT PATTERN

Files to printin
actual size - A4 measures 210 x 297
millimeters
or 8.27 x 11.69 inches.







2ASER

REDRAW PATTERN ON LEATHER.
THEN CUT






SISIER

MARK ALL POINTS WITH HELP AN AWL
THEN PUNCH HOLES FOR BUTTONS.
ALSO | WANT CHANGE COLOR OF
LEATHER









GISTIER

INSTALL BUTTONS
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SISTER

SEW INSIDE POCKET AND INSTALL MAGNET
BUTTONS
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STIER

SEW GUSSET WITH FRONT AND BACK
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IISTER

WORK WITH STRAPS
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CONTACT WITH AUTHOR
E-MAIL: KILIMONDJARO20@GMAIL.COM
INSTAGRAM: @LEATHERCRAFT_TOGETHER
YOUTUBE: LEATHERCRAFT TOGETHER




' Tt‘@ close the hole*



